




                     Direct Stem:
Bring it Direct!  The CNC machined stem directly mounts 
to your DH specifi c fork.  Dual mounting positions make 
it possible to adjust between 45mm and 50mm stem 
length.  Super light and strong.  

Choose from Black, Green, Red, Blue, Gold, Silver and 
Gunmetal.

•  Clamp 31.8
•  45mm x 0 Degree Rise

AmXC
• Butted 7075 Aluminum
• 31.8mm Clamp Size
• 25mm Rise x 710mm Width

AMX
• Butted 7075 Aluminum
• 31.8mm Clamp Size
• 25mm Rise x 790mm Width

X-Lite
• Lightweight 3k carbon weave
• 31.8mm Clamp Size
• 40mm Rise x 680mm Width
• Reinforced Clamping Area

•  CNC Machined XC/Am Stem
•  Bar Mount 31.8
•  90 / 100  / 110 / 120 Lengths

•  Angle: 5 Degrees
•  Weight: 99g (90mm Length)
•  Titanium Hardware

               DH  Stem:
Freeride and DH specifi c, the crazy strong CNC 
machined AmX stem is primed for anything the 
mountain throws down!  

Choose from Black, Green, Red, Blue, Gold, 
Silver and Gunmetal.

                  Stem:
The striking CNC machined X-Lite stem is unbelievably light and extraordinarily 
strong.  It boasts a Carbon Fiber face plate and stainless steel hardware.   

Handlebars:
Loaded has an arsenal of handlebars for any terrain.  Our light X-lite carbon 
handlebar is perfect for cross country riding!  The AmXC All Mountain / XC bar is 
light and tough.  It’s faultless for whatever the trail dishes out. If a hard-core 
gravity bar is more your mode, you’ll fi nd it in the AmX bar.  It’s 31” wide, bring it!  

Choose from Black, Green, Red, Blue, Gold, Silver and Gunmetal.

Bars

Bars

Bars

CALL US AT 1-888-347-8567 or 760-789-9513  |  www.loadedusa.com



The AMX Pedals designed to be ultra 
low profi le, have amazing grip, yet be 
lightweight and durable.  Utilizing unique 
seal bearing system that will maintain 
great feel hour after hour.

• CNC Machined from 6061 Aluminum
• 4140 CNC Spindles
• Double DU Bearing Design
• Machined Stainless Traction Pins
• Machined Logos

• 3-D Forged 6061 Aluminum
• Length: 400mm
• Titanium Hardware
• Dual Adjusting Mount
  

• 3-D FORGED 6061 Aluminum
• Smooth, Ergonomic Lever
• Bullet Brass Friction Washer
• Diameter: 28.6mm, 34.9mm or 31.8mm
• Weight: 38g

Pedals:

                         Binder Clamps
AmXc streamline quick release binder clamps are designed for 
optimal leverage for quick and easy post adjustment.   

Choose from Black, Green, Red, Blue, Gold, Silver and Gunmetal.
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                 Seatpost: 
The X-lite seatpost offers maximum 
strength without any penalty in weight 
and a dual bolt mechanism makes it 
simple to mount and easy to adjust. 
The X-lite seatpost is a CNC machined 
one piece body and clamp.  No welds 
here!  All seatposts come with titanium 
hardware.  

Choose from Black, Green, Red, Blue, 
Gold, Silver and Gunmetal.


